
MODEL CWT50
SOLAR PAV 
THERMOSTAT

Installation Instructions

STEP 1
Remove existing

RED wire terminal
from motor and

connect it to
insulated male
terminal from

thermostat.

STEP 2
Install insulated female
terminal from thermostat
to male terminal on motor.

STEP 3
Tape or wire tie wires to motor
mounting bracket to prevent
contact with fan blade.
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MODÈLE CWT50
THERMOSTAT POUR LE 
VENTILATEUR DE GRENIER 
À ÉNERGIE SOLAIRE

Instructions d’installation

MODELO CWT50
TERMOSTATO PARA EL 
VENTILADOR SOLAR 
PARA ÁTICO

Instrucciones de 
instalación

MOTOR

THERMOSTAT

ÉTAPE 1
Enlevez la cosse 

ROUGE existante 
du moteur et 
reliez-la à la 

borne masculine 
isolée du 

thermostat.

ÉTAPE 2 
Installez la borne femelle 
isolée du thermostat sur 
la borne masculine sur le 
moteur.

ÉTAPE 3
Attachez du ruban adhésif ou 
attachez aux fils pour circuler en 
voiture le support pour empêcher le 
contact avec la pale de ventilateur.
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MOTEUR

THERMOSTAT

PASO 1
Quite el terminal 

de alambre ROJO 
existente del motor 
y conéctelo con el 

terminal masculino 
aislado del termóstato.

PASO 2
Instale el terminal 
femenino aislado del 
termóstato al terminal 
masculino en el motor.

PASO 3
Grabe o ate los alambres a la 
consola de montaje para prevenir 
el contacto con la aspa del 
ventilador.
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MOTOR

TERMOSTATO




